
 Produktinformation

Lesen und beachten Sie
die Angaben in dieser
Produktinformation!

Vermeiden Sie dadurch
Schäden und Gefahren!

Bewahren Sie die Produkt-
information für den späteren
Gebrauch (z.B. Wartung) auf!

Elektrischer
Anschluss       

                                        

       

Produktbe-
schreibung

Der Drucksensor wird in Verbindung mit einer Treppenhausüberdruckanlage eingesetzt. 

Der Sensor überprüft den Druck von zwei angrenzenden Räumen (z. B. Flur und 

Treppenhaus) und sorgt über den eingestellten Regelbereich für eine konstante 

Überdruckregelung im Fluchtbereich. 

Drucksensor Typ DDS 10/50 für Treppenhaus-
      überdrucksteuerung

2

Technische
Daten

Relaiskontakt: 1 potenzialfreier Wechselkontakt

Druckbereich: 20 - 200 Pa

Regelbereich eingestellt: 10 - 50 Pa

Maße (B x H x T): 103 x 88 x 90 mm

Bevor Sie den Druckwächter in Betrieb nehmen, lesen Sie die Bedienungsanleitung 

sorgfältig durch. Bei Schäden, die durch Nichtbeachtung dieser Anleitung, durch 

unsachgemäße Behandlung oder Zweckentfremdung entstehen, entfällt die 

Gewährleistung. Ein - und Ausbau des Gerätes ist nur vom Fachpersonal vorzunehmen!

Es sind die geltenden länderspezifischen, harmonisierten Sicherheitsbestimmungen für 

den Betrieb von Druckmessgeräten einzuhalten. Im eingebauten Zustand müssen die 

jeweiligen gerätespezifischen Anforderungen an die Schutzart sichergestellt sein.

Gefahren-
hinweise

Entsorgung

Gemäß dem ElektroG muss dieses Gerät am Ende seiner Lebenszeit ordnungsgemäß 
entsorgt werden.

Anschluss
für elektrische
Zuleitung

P1 = Regeldruck
(z.B. Treppenhaus)

Schutzhaube (A) zum 
Einstellen des Regeldruckes
entfernen 

P2 = Referenzdruck
(z.B. Nebenraum)

B

-

+

1

2

3

elektr. Zuleitung

C

- werkseitig eingestellte Schraube
  C nicht verstellen;

- eine Schaltpunktveränderung nur
  mit Schraube B vornehmen;

- Mit der Drehscheibe B wird der
  obere und untere Schaltpunkt 
  gleichlaufend verstellt;

Achtung! Schalter nur im Einstellbereich innerhalb der aufgedruckten Skala einstellen!
Drehscheibe B nicht in den Bereich des schwarzen Balkens drehen!

Einstellen des oberen und unteren Schaltpunktes

Drehscheibe B: Für höheren Schaltpunkt (höherer Druck), Drehrichtung im Uhr-
zeigersinn. Den Druck langsam ansteigen lassen (max. Druck beachten), mit 
Drehscheibe B den gewünschten Schaltpunkt einstellen. Durch mehrmaliges Ansteigen 
und Absenken des Druckes den oberen und unteren Schaltpunkt kontrollieren, 
nötigenfalls nachregulieren.

Das Gerät muss seiner bestimmungsgemäßen, üblichen Nutzung zugeführt werden. Das 

Gerät unterliegt einer natürlichen Abnutzung. Bei Sachmängelansprüchen müssen diese 

schriftlich und unter Bekanntgabe der Bezugsquelle geltend gemacht werden. Fristen und 

weitere Regelungen bei Sachmängelansprüchen ausschließlich unseren 

AGB`s.

entsprechen 

Sachmängel:

Wartung,
Instand-
haltung

Zuleitung (1)

Ruhekontakt (2)

Arbeitskontakt (3)
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Please take notice
about the content of
this manual!

To avoid damage
and injury!

Please retain this manual for
later use (maintenance...)

 Product information

Electrical 
connection       

                                        

       

Product
description

The pressure sensor is applied together with a staircase overpressure system. The sensor 
checks the pressure of two neighbouring rooms (e. g. hall and staircase) and provides via 

the adjusted control range for a constant overpressure control in the hall area.

Technical 
Data

Pressure sensor type DDS 10/50 
for overpressure control units in staircases

2

Relay contact: 1 dry change-over contact

Pressure range: 20 - 200 Pa

Adjusted control range: 10 - 50 Pa

Dimension (W x H x D): 103 x 88 x 90 mm

Please read the instruction manual carefully before taking the pressure sensor into 

operation. Warranty does not apply in case of damages caused by non-observance, 

inappropriate handling or misuse. Mounting and demounting only by specialized staff!

The country specific, harmonized safety regulations for the operation of pressure 

measuring instruments must be observed. When the device is mounted the particular 

device specific demands on the ingress protection class must be guaranteed.

Attention

Cable inlet

P1 = Regulating pressure
(e. g. staircase)

Protection cover (A); for
adjusting the regulating
pressure remove this cover

P2 = Reference pressure
(e. g. neighbouring room)

B

-

+

1

2

3

Electrical supply

C

- Do not adjust the factory aligned
  screw C;

- For changing the switch point
  only use the wheel B;

- By means of the wheel B 
  the upper and lower switch 
  point can be adjusted 
  synchronously;

Adjusting the upper and lower switch point

Attention! Neither pass nor fall below the adjustment range within the imprinted scale!
Do not turn the wheel B in the area of the black bar!

Wheel B: For achieving a higher switch point (higher pressure) turn the wheel clockwise. 
Let the pressure increase slowly (consider max. pressure), adjust the required switch point 
with the wheel B. Check the upper and lower switch point by repeated increasing and 
decreasing of the pressure. Readjust it if necessary.

According to the disposal law “ElektroG”, this device must be disposed properly at the end 
of it’s life time.

Disposal

Material defects

Maintenance

The device must be used as normally intended. The device is subject to natural wear and 
tear. In case of material defect claims, these shall be asserted in writing, stating the source 
of supply of the device. Prescribed time limits and further provisions with regard to claims 
for material defects exclusively correspond with our General Terms and Conditions.

Supply (1)

Break contact (2)

Working contact (3)
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